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MARCADOR MANUAL

MANUAL STAMPER

Equipped with an instant-heating stamp, fixed MAPA
inscription, and a guide for easy number exchange. 
It features electronic temperature control and
regulation, as well as a removable plate for branding
with a logo or manufacturer’s identification mark.
Available in two models: PORTATIL, smaller and more
manageable, and MARMA, with a fixed table that
makes ham stamping easier.

MARCADOR MANUAL 
MOD. PORTATIL Y MARMA

MANUAL STAMPER
MOD.PORTATIL AND MARMA
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Equipados con sello de calentamiento instantáneo,
inscripción fija de MAPA y guía para el intercambio
de la numeración. 
Incluye regulación y control electrónico de
temperatura, así como una placa extraíble para
incorporar logotipo o control de fabricante. 
Disponible en dos modelos: PORTATIL, de reducido
tamaño y más manejable, y MARMA, con mesa fija
que facilita el marcado del jamón.

Removable plate
Placa extraíble



Diseñado para funciones específicas de marcado. Su
reducido tamaño y peso lo convierten en una
herramienta de mano fácil de transportar. Funciona
mediante un sistema de empuñadura extensible de
hasta 3 metros, lo que permite su uso en diferentes
posiciones y alturas.

Designed for specific marking tasks. Its compact size
and lightweight design make it easy to handle and
transport as a handheld tool. It operates with a 3-
meter extendable handle system, allowing for flexible
use in different positions and heights.

Construcción en acero inoxidable AISI-304
Marcadores a fuego
Cable de extensión hasta 5 m (mod. MARMA)

Construction in AISI-304 stainless steel
Fire branding seals
Extension cable up to 5 meters (MARMA model)

MARCADOR MANUAL MOD. PORTATIL

CARACTERÍSTICAS TÉCNICAS

MANUAL STAMPER MOD. PORTATIL
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TIPOS TYPES 

Largo Length

Ancho Width

Alto Height

Power

Peso Weight

TECHNICAL FEATURES

MARMA-1 MARMA-2

488 mm 498 mm

315 mm 315 mm

823 mm 823 mm

17 kg 17 kg

Potencia 600 W 600 W

Voltage connectionVoltaje conexión 220 V 220 V

Compuesto por dos cuerpos totalmente compatibles
y de fácil ensamblaje, lo que agiliza el proceso de
marcado. Incluye ruedas para facilitar su
desplazamiento y una mesa fija donde se coloca el
jamón para su manipulación. También permite el
marcado con el jamón colgado, extrayendo la
empuñadura tras levantar la mesa de soporte.

MARCADOR MANUAL MOD. MARMA

OPCIONAL
Marcador con un sel lo doble (MARMA-2)
Marcador con dos sel los (MARMA-1x2)

MARMA-1X2

800 mm

424 mm

845 mm

40 kg

1,63 CV/1,2 Kw

220/380 V

MANUAL STAMPER MOD. MARMA

Composed of two fully compatible and easy-to-
assemble components, which streamline the marking
process. It includes wheels for improved mobility and
a fixed table where the ham is placed for marking.
Additionally, the handle can be extended to allow
branding of hams while hanging, by lifting the
support table.

OPTIONAL
Marker with a double seal (MARMA-2)
Marker with two seals (MARMA-1x2)


